
Rubber Buffer Moveable (AGB)

... für optimales Verladen

tear on the rubber buffer and fixing bolts. 
With this new Nani system most of the 
chafing is cancelled out as the buffer itself 
moves up and down with the vehicle. The 
Nani buffer system has 150 mm of move-
ment vertically built into the slide and 
spring system drastically reducing the wear 
on the buffer and consequently reducing 
damage to the concrete dock edge.

The moveable buffer systems is constructed
from very high quality materials. Normally 
buffers are bolted to the face of the loading
dock and to either side of the leveller, al-
lowing vehicles to make contact with them 
when parking on the dock. As the vehicle is 
either loaded or unloaded the rear of the 
vehicle constantly moves up and down-
wards causing chafing to the face of rubber 
buffers. This action causes heavy wear and
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Subject to Technical Changes

When a vehicle is parked at the dock the 
buffer will be deformed strongly.

When a vehicle is unloaded it moves up
and damages the surface of the buffer.

When a vehicle is unloaded it moves up and the buffer 
moves up tohether with the vehicle. So the surface of
the buffer will not damage.
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When a vehicle is parked at the dock the 
buffer will be deformed strongly.



Mounting Plate AGB Dock Bumper
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Spare part list – Rubber Buffer Moveable - Type AGB
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Substructure
Buffer Plate
Rubber Buffer (450x250x110)
Compression Spring D5 (Dm=35 Lo=430 nt=36,5)
Sliding Plate L-Profile
Countersunk Sheet Metal Screw 3,5x16
Washer 17 with Hexagon Nut M16
Sleeve for Spring
Nut M20
Countersunk Anchor SK 12/50
Heavy-duty Anchor
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