
height-adjustable Dock Bumper - Manual/Steel Spring Type AMS

... für optimales Verladen

A common cause of damage to facades and 
dockshelters is driving over low ramps. The 
manually adjustable Nani Spring Steel Dock 
Bumper offers a practical and inexpensive 
solution to prevent trucks from driving over 
the ramp. Loading right up to the outer 
edge of the truck is no longer a problem.

The Spring Steel Dock Bumper is locked in 
the lowest position when not in use. The 
upper edge of the buffer is at ramp level. If 
necessary, the lock is released and the 
buffer is auto-matically raised to the 
highest position. It is then 300 mm above 
ramp level. If the buffer is no longer 
required in the uppermost position, it can 
be lowered manually to its initial position. 
It is locked automatically.
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Spare part list – height-adjustable Dock Bumper - Manual/Steel Spring Type AMS
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Mounting Plate
hot-rolled quarto plate

Gas-filled Shock Absorber
hot-rolled quarto plate

Side Panel
left and right

Lever Lock
Flat Bar Fl 25x5-70
& Square Steel

Tension Spring
C1,9x16x40

U-Profile
semi-finished products
Standard 3 Nb

Lever
Flat Steel  EN 10058 (DIN 1017)

Sheet Metal
hot-rolled quarto plate

Foot Lever
Flat Steel DIN 1017
 

Perforated Cover Plate
DIN 1017

Mounting
Structural Steel

not shown
Perforated Sheets, Flat Bar, Round Bar, Washer

Plug Pin/Splint
with Mounting

Distance Buffer
Rubber Buffer

80x80x70

Puffer Plate
with Cover Plate

Spring Steel Dock Buffer
450x250x110
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