
Hydraulic Bumper type AHS

... für optimales Verladen

The operation is to be carried out semi 
automatically because of the coupling with 
the assembly of the dockleveller. First of all 
the bumper steps back and caused to this it 
moves down with out any contact to the 
truck.

A frequent reason for damaging facades 
and doors is that the truck runs over low 
docklevellers. The hydraulic bumper from 
Nani solves the problem by avoiding the 
run over of the docklevellers when the 
truck is too high. The loading of the truck to 
the furthest edge is no problem anymore.
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Subject to Technical Changes

Truck enters the dock (loading 
ramp higher than the leveller)- 
truck-doors cannot be opened.

After entering the dock, the 
springsteel-bumpers will be 
pulled down and will not block 
the truck-doors anymore.

Height of
loading surface
120 mm - 170 mm

Frigde-Truck
Refrigerated Vehicles,
Containers and Swap Bodies

Height of
loading surface
120 mm - 170 mm

Frigde-Truck
Refrigerated Vehicles,
Containers and Swap Bodies



Spare part list – Hydraulic Spring Steel Dock Bumper type AHS
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Subject to Technical Changes

Mouting Plate
Buffer Plate
Spring Steel Dock Buffer
Steel Log
Tappet
Bolt 1
Bolt 2
Bolt 3
Hydraulic Cylinder
Elbow Fitting
Hose 1
Hose 2
Rubber Buffer
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