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The rolling door in the modular construction system 

allows you the individual solution of your loading 

task. A long term economic solution is guaranteed 

by the robust construction and the ease of 

maintenance.

On opening the doors the door lamellas get coiled 

up above the lintel. 

According to the amount of space pl

. 

ug propulsions 

or chain drives/propulsions are possible

The roling doors are custom-made for every opening 

of profiled Alu- or galvanised sheet steel in single-

wall or double-wall design. 

The double-wall design offers the coice between 

polysterene- or mineral fibre-filling.

The number of sight-lamellas can be varied 

according to requirements - combinations and 

positioning can be chosen individually and according 

to the actual circumstances.

As door with an electric drive it corresponds to the safety regulations of the 
professional association, the "Guidelines for strength-operated windows, doors 

and gates" after ZH 1/494, always in the newest case version. .

Changes to specification maybe made without prior notification.

...for optimal loading...for optimal loading
http://www.nani.de   E-mail: info@nani.dehttp://www.nani.de   E-mail: info@nani.de

Nani Verladetechnik GmbH & Co. KG
Siegerslebener Str. 12, D-39365 Eilsleben
Tel:(039 409)914 0, Fax:(039 409)345

T32-9701-E

Donnerstag, 11. Dezember 2003 14:55:09



Sealing between
Lintel and rolling door armor

bottom-sealing
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Lamella H 100 and H 140 Lamella HI 100

Different
Slide rail profiles

Nani - Rolling Door slide rail profiles, lamella types and sealings.
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Changes to specification maybe made without prior notification.

...for optimal loading
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Main switch or Euro-coupling
16 Ampere provided by customer

5 x 1,5
380 V Supply line
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This space is needed for the
dismantling of the propulsion!

An open console will be used
to push in the axe, if this space
is not available

SH = 10% von LH + 100 mm

SH = 10% von LH + 200 mm

at single-wall doors.
Type B 158

at double-wall doors.
Type B 158 ISO

Propulsion Type DD ... AS

SP can be reduced to 150 mm if a chain drive is used.

Nani - Rolling Door with propulsion . Installation drawing.
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Changes to specification maybe made without prior notification.

...for optimal loading
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